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PROJECT:
Siding Replacement Phase 4
473 Dartmouth Street
New Bedford, MA 02740
Project No. 205333

ADDENDUM NO. 1  04/24/2026

Posted: 04/30/2026 at 3:44PM EDT

Awarding Authority/Owner:
New Bedford Housing Authority
128 Union Street
New Bedford, MA 02740

Reference Contract Documents (drawings and specifications) dated 04/22/2026  

The attention of Bidders submitting proposals for the above subject project is called to the 
following addendum to the specifications and drawings.  The items set forth herein, whether of 
omission, addition, substitution, or clarifications are all to be included in and form a part of the 
proposal submitted.

 THE NUMBER OF THIS ADDENDUM (1)  MUST BE ENTERED IN THE APPROPRIATE 
SPACE “B” PROVIDED AFTER THE WORD “NUMBERS” OF THE CONTRACT FORM ENTITLED 
“FORM FOR GENERAL BID,” AND IN SPACE “B” OF THE “FORM FOR SUB-BID.”  

BID DOCUMENT MODIFICATIONS ARE AS FOLLOWS.

Specifications:

■ Replace the following technical sections in their entirety. (See attached) 
            07 31 13 Asphalt Shingles

Clarifications:
GENERAL
RFI #1 - Type: General
Section ref: 02 82 00
Question: 
Looking for the start date for this project. Thanks
Response: (Bidding Administrator) 
Start date cannot be determined at this time.

RFI #2 - Type: General
Section ref: 00 11 13
Other ref: Advertised Estimate
Question: 
Estimated cost was advertised as $694,820 in Biddocs & Specifications but listed as $691,092 in Central 
Register and elsewhere.
Response: (Bidding Administrator) 
The actual estimated project cost is $694,820.

ARCHITECTURAL
RFI #3 - Type: Architectural
Drawing ref: N/A
Section ref: 07.31.13 - Asphalt Shingles
Other ref: 2.3 Accessories
Question: 
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Per the specifications the soffit vent is indicated under the Asphalt Shingle spec, is this to be furnished and 
installed by Roofing Contractor? Please Advise Is ridge vent required for Building 6 community building new 
roof sections? Please advise basis of design
Response: (Bidding Administrator) 
Remove reference to soffit vent in Asphalt Shingle Spec 07 31 13. General contractor shall install the soffit 
vents for this project.

Ridge vent shall be installed at the Building 6 roof sections being replaced, carry 25'+/-. Use ridge vent 
product as recommended by the asphalt shingle manufacturer.

Please see attached SKA-01 & revised 07 31 13 Asphalt Shingle Spec Section in reference to above 
questions.

Other Modifications / Attachments:
The following attachment includes additional modifications, clarifications and/or provisions not included in 
the items above in this Addendum.
See document at the end of document.

All other of the portions of the Contract Documents remain unchanged.  Please be reminded to 
acknowledge this Addendum on the bid forms.

ATTACHMENTS

            07 31 13  Asphalt Shingles
SKA-01 - REVISED EAVE DETAILS.pdf

--- End of Addendum No. 1  ---



SCALE:04 3" = 1'-0"
EAVE DETAIL @ WINDOW HEAD

SCALE:03 3" = 1'-0"
EAVE DETAIL

NEW CONTINUOUS MOISTURE BARRIER

INSTALL NEW 5/4X6 RABBETTED FRIEZE
BOARD

NEW MTL DRIP CAP W/ SEALANT BED BEHIND

INSTALL NEW 1X8 PVC FASCIA BOARD,
TYP.

EXISTING ROOFING & FLASHING TO REMAIN

2X PT WD BLOCKING @ 16" O.C. SECURED
TO BUILDING STRUCTURE @ ALL PVC TRIM

LOCATIONS

NEW RIGID INSULATION-BACKED PLYWOOD PANEL
OVER EXISTING WALL SHEATHING, MIN. R-9

INSTALL NEW 1X PVC WINDOW HEAD TRIM
TO UNDERSIDE OF FRIEZE BOARD

INSTALL 1X8 PVC FASCIA BOARD AT
END OF SOFFIT

NEW CORRUGATED STRIP VENT
SECURED TO BLOCKING,

COR-A-VENT S-400 IN WHITE OR
APPROVED EQUAL

NEW 1X PVC TRIM BOARD SECURED
TO WD BLOCKING EXISTING WINDOW TO REMAIN

NEW CONTINUOUS MOISTURE BARRIER

INSTALL NEW 5/4X6 RABBETTED FRIEZE
BOARD

INSTALL NEW 1X8 PVC FASCIA BOARD,
TYP.

EXISTING ROOFING & FLASHING TO
REMAIN

NEW RIGID INSULATION-BACKED PLYWOOD
PANEL OVER EXISTING WALL SHEATHING,

MIN. R-9

INSTALL 1X8 PVC FASCIA BOARD AT
END OF SOFFIT

NEW 1X PVC SOFFIT FASTENED TO
EXISTING BLOCKING

NEW CEMENTITIOUS SIDING

NEW PT PLYWOOD BLOCKING AT 16"
O.C. TO ALIGN WITH FACE OF NEW

INSULATION PANEL @ ALL PVC TRIM
LOCATIONS

2X PT WD BLOCKING AT 16" O.C.
SECURED TO BUILDING STRUCTURE

@ ALL PVC TRIM LOCATIONS
NEW PT PLYWOOD BLOCKING AT 16" O.C.

TO ALIGN WITH FACE OF NEW INSULATION
PANEL @ ALL PVC TRIM LOCATIONS

NEW CORRUGATED STRIP VENT
SECURED TO BLOCKING,

COR-A-VENT S-400 IN WHITE OR
APPROVED EQUAL

INSTALL NEW ALUM. GUTTERS W/ LEAF
GUARDS & DOWNSPOUTS, TYP.

INSTALL NEW ALUM. GUTTERS W/ LEAF
GUARDS & DOWNSPOUTS, TYP.

N
BH

A 
BL

U
E 

M
EA

D
O

W
S 

SI
D

IN
G

R
EP

LA
C

EM
EN

T 
- P

H
AS

E 
4

R
EV

IS
ED

 E
AV

E 
D

ET
AI

LS

4/
30

/2
6

JO
B:

JM
BA

 +
 A

R
C

H
IT

EC
TS

62
8 

Pl
ea

sa
nt

 S
t, 

Su
ite

 4
28

N
ew

 B
ed

fo
rd

, M
A 

02
74

0

SC
AL

E:

D
AT

E:

TI
TL

E:

D
ET

AI
L 

N
O

.
N

O
.

25
09

SK
A-

01
AS

 N
O

TE
D

03
 &

 0
4 

/ A
-5

02



 

SECTION 07 3113 
 

ASPHALT SHINGLES 
(PART OF ROOFING & FLASHING FILED SUB BID) 

 
PART 1  GENERAL  
 
1.1 SUMMARY 
 

A. Section Includes: 
1. Granular surfaced asphalt shingle roofing. 
2. Underlayment and ice dam protection. 

 
B. Related Sections: 

1. Division 01: Administrative, procedural, and temporary work requirements. 
2. Section 07 6200 - Sheet Metal Flashing and Trim. 

 
1.2 REFERENCES 
 

A. ASTM International (ASTM): 
1. D225 - Standard Specification for Asphalt Shingles (Organic Felt) Surfaced with 

Mineral Granules. 
2. D226 - Standard Specification for Asphalt Saturated Organic Felt Used in Roofing and 

Waterproofing. 
3. D1970 - Standard Specification for Self-Adhering Polymer Modified Bituminous Sheet 

Materials Used as Steep Roofing Underlayment for Ice Dam Protection. 
4. D2822 - Standard Specification for Asphalt Roof Cement. 
5. D3018 - Standard Specification for Class A Asphalt Shingles Surfaced with Mineral 

Granules. 
6. D3161 - Standard Test Method for Wind-Resistance of Asphalt Shingles (Fan-Induced 

Method). 
7. D3462 - Standard Specification for Asphalt Shingles Made from Glass Felt and 

Surfaced with Mineral Granules. 
8. D4869 - Standard Specification for Asphalt-Saturated Organic Felt Underlayment Used 

in Steep Slope Roofing. 
9. D6757 - Standard Specification for Underlayment Felt Containing Inorganic Fibers 

Used in Steep-Slope Roofing. 
10. D6380 - Standard Specification for Asphalt Roll Roofing (Organic Felt). 
11. D6381 - Standard Test Method for Measurement of Asphalt Shingle Mechanical Uplift 

Resistance.  
12. D7158 - Standard Test Method for Wind Resistance of Sealed Asphalt Shingles (Uplift 

Force/Uplift Resistance Method). 
 

B. National Roofing Contractors Association (NRCA)  - Steep Roofing Manual. 
 

C. Underwriters Laboratories (UL): 
1. 790 - Standard for Standard Test Methods for Tests of Roof Coverings. 
2. 997 - Standard for Wind Resistance of Prepared Roof Covering Materials. 
3. 2390 - Standard for Tests for Wind Resistant Asphalt Shingles with Sealed Tabs. 

 
1.3 SUBMITTALS 
 

A. Submit under provisions of Section 01300. 
 

B. Product Data: Provide manufacturer's printed product information indicating material 
characteristics, performance criteria, and product limitations. 
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C. Manufacturer's Installation Instructions: Provide published instructions that indicate 

preparation required and installation procedures. 
 
D. Certificate of Compliance: Provide Certificate of Compliance from an independent laboratory 

indicating that the asphalt fiber glass shingles made in normal production meet or exceed 
the requirements of the following: 
1. ASTM E 108/UL 790 Class A Fire Resistance. 
2. ASTM D 3161/UL 997 Wind Resistance. 
3. ASTM D 3462. 
 

 E. Shingle samples showing available colors. 
 
1.4 QUALITY ASSURANCE 
 

A. Installer Qualifications: Minimum 5 years documented experience in work of this Section. 
 

B. Shingles:  
1. Wind uplift resistance: Class F, tested to ASTM D3161. 
2. Fire hazard classification Class A, tested to UL 790. 

 
C. Perform work in accordance with NRCA Manual. 

 
D. Maintain one copy of the Manufacturer’s installation instructions on the project site. 

 
E. Verify that the Manufacturer’s label contains references to specified ASTM standards 

 
1.5 DELIVERY, STORAGE AND HANDLING 

 
A. Store products in manufacturer’s unopened packaging until ready for installation. 

 
B. Store and dispose of solvent-based materials and materials used with solvent based 

materials, in accordance with requirements of local authorities having jurisdiction. 
 

C. Deliver shingles to site in manufacturer’s unopened labeled bundles. Promptly verify 
quantities and condition. Immediately removed damaged products from site. 

 
1.6 PROJECT CONDITIONS 
 

A. Do not install underlayment or shingles at ambient or surface temperatures less than 40 
degrees F or on wet or frozen substrate. 
 

B. Anticipate and observe environmental conditions (temperature, humidity, and moisture) within 
limits recommended by manufacturer for optimum results. Do not install products under 
environmental conditions outside of manufacturer’s absolute limits. 

 
1.7 WARRANTIES 
 

A. Furnish applicator’s 2 year warranty providing coverage against water leakage through roof 
shingle system. 

 
B. Provide manufacturer's minimum 50 year limited warranty.  
 
C. Provide manufacturer’s 15 year warranty against streaking and discoloration caused by 

airborne algae. 
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D. Provide manufacturer's 15 year warranty providing coverage shingle damage due to winds up 
to 110 MPH. 

1.8 MAINTENANCE 
 

A. Extra Materials: 2 full bundles of shingles. 
 
PART 2  PRODUCTS 
 
2.1 MANUFACTURERS 
 

A. Acceptable Manufacturers: 
1. CertainTeed Corp., Landmark Pro. (www.certainteed.com)  
2. GAF Materials Corp., Timberline Ultra HD. (www.gaf.com)  
3. Tamko Roofing Products, Inc., Heritage Premium. (www.tamko.com)  
4. American Saturated Felt. (www.asfelt.com). 
5. Grace. (www.na.graceconstruction.com).  

 
B. Substitutions: Under provisions of Division 01. 

 
2.2 ASPHALT SHINGLES- BASIS OF DESIGN 
 

A. CertainTeed Landmark Pro: Conforming to ASTM D 3018 Type I – Self-Sealing, UL 
Certification of ASTM D 3462, ASTM D 3161/UL997 110-mph Wind Resistance and UL Class 
A Fire Resistance, glass fiber mat base, ceramically colored/UV resistant mineral surface 
granules across entire face of shingle; algae-resistance; two piece laminate shingle, or 
approved equal.  

   1. Color:  To be selected from Manfuacturer’s standard color availability. 
   2.   Provide full manufacturer’s system to comply with warranty requirements.  

 
B. Wind Resistance: Product to be warranted to resist blow-off due to wind velocities, including 

gusts, up to a maximum of 130 miles per hour during the first fifteen (15) years, provided all 
of the following conditions are met: 
1. Shingles are not applied over existing roof shingles (roof-overs are not permitted). 
2. Accessory products by shingle manufacturer are part of a complete system.  
3. Corresponding starter shingles are incorporated at the eaves.  

 
C. Weight: Not less than 250 pounds (East Coast) per square. 

 
2.3 ACCESSORIES 
 

A. Storm and Ice Damn Protection:  
1. By asphalt shingle manufacturer, if required by warranty.  
2. Description: ASTM D1970; minimum 40 mil thick polymer modified asphalt laminated to 

slip-resistant polyethylene film, self-adhering with release paper facing. 
3. Width: single width or combined with 4” overlap to cover areas indicated on drawings.  

 
B. Fasteners: Hot-dip galvanized steel nails, minimum 3/8 inch head diameter, 11-12 gauge 

barbed shank, length to penetrate minimum 3/4 inch into sheathing.  
 
C. Ridge Shingles: Self-sealing ridge cap shingle matching color and grade of selected roof 

shingle. 
 

D. Ridge Vents: Ridge vent as recommended by asphalt shingle manufacturer. Carry 25’ +/- of 
ridge vents. 
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E. Plastic Cement: ASTM D2822, Type II, non-running, heavy body material composed of 
asphalt and other mineral ingredients. 

 
PART 3  EXECUTION 
 
3.1 PREPARATION OF SHEATHING 
 

A. Inspect sheathing for decay or damage; inform architect and repair as instructed. 
 
B. Remove all remaining nails and staples from demolition of existing roofing and accessories. 

 
3.2 INSTALLATION OF ICE DAM PROTECTION 
 

A. Starting from eave edge of roof apply one ply modified bitumen underlayment horizontally on 
roof. Weatherlap each sheet 4 inches over preceding sheet. Lap ends 6 inches minimum. 

 
B. Press to full bond with substrate without voids, wrinkles, bridging, or fishmouths. Seal ends 

and edges. 
 

C. Refer to the drawings for locations and extent of ice dam protection. 
 
3.3 INSTALLATION OF UNDERLAYMENT 
 

A. Starting at low edge, apply one ply of underlayment horizontally over substrate including 
previously installed ice dam protection.  

 
B. Weather lap each strip 6 inches minimum over previous strip and nailing at lap at no less 

than 9" centers and down the center of each sheet on 9" centers. 
 

3.4 FLASHINGS 
 

A. Canopy Rake Edges:  
1. Install metal drip edge at rake edges with top flange on top of underlayment.  
2. Weather lap ends 4 inches minimum and seal with plastic cement. 
3. Nail top flange to decking at 8 inches on center maximum. 
4. Apply plastic cement to cover nail heads and at edge of flashings for entire length of 

metal. 
 

B. Drip Edges:  
1. Apply drip edge at eave with top flange directly on deck; extend underlayment to outer 

face of drip edge. 
2. Lap ends 4 inches minimum and seal with plastic cement. 
3. Nail in place at 8 inches on center maximum. 
4. Apply plastic cement to cover nail heads and at edge of flashings for entire length of 

metal. 
 

C. Stepped Flashings: 
1. Install 4 inch high x 2 inch wide x 7 inch long tins concurrent with shingles. Place with 

ends slightly above with shingle butt ends. 
2. Place stepped counterflashing over tins at masonry. 

 
D. Other Flashings: 

1. Weather lap ends 4 inches minimum and seal with plastic cement. 
2. Nail in place at 8 inches on center maximum. 
3. Apply plastic cement to cover nail heads and at edge of flashings for entire length of 

metal. 
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3.5 INSTALLATION OF RIDGE VENTS 
 

A. Locate and install per manufacturer’s instructions. 
 

B. Cut and remove sheathing as required by manufacturer.  
 

C. Install, secure and seal per manufacturer’s instructions.  
 

D. Coordinate with shingle coursing.  
 
3.6 INSTALLATION OF SHINGLES 
 

A. Install shingles in accordance with manufacturer's instructions. 
 

B. Place shingles in straight coursing pattern, in straight horizontal lines square with building 
lines, with 5 inch exposure to produce triple thickness over roof area.  
 

C. Install high performance starter course shingle at perimeter. Cut 4 ½” off the LEFT end of the 
first starter shingle only. Install remaining 31- ½” piece to the lower left corner of the roof, 
allowing 1/2” overhang at gable ends with drip edge. Use full 36” long by 10” wide starter 
shingles for the rest of the course. 
 

D. First Course: Apply a full shingle at the lower left corner of the roof, flush with the starter 
course left corner. Fasten with 6 nails (2 at center), typ. 
 

E. Second Course: Cut 4 1/2” off the left end of a full shingle and apply remaining 31 ½” over left 
edge of 1st course. Fasten with 6 nails (2 at center), typ. Ensure 8” exposure. 
 

F. Succeeding courses: Begin application of the 3rd course with a full shingle. Fasten with 5 
nails, leaving right end unfastened until later. Begin the 4th course using a shingle with 4 ½” 
cut off its left end. Fasten with 6 nails. To begin application of subsequent courses, alternate 
full shingles (36”) and cut shingles (31 ½”) up the rake or hip edge, fastening as described 
above. 
 

G. Remaining columns and Course Completion: Apply a full shingle against the right edge of 
each shingle in previous column. When applying a shingle against a covered shingle, 
carefully lift the right edge of the shingle above and slip the new shingle under it. Fasten as 
usual with 6 nails; then, fasten the loose right edge of the shingle above. 

 
H. Remove foreign matter between shingles to ensure uniform contact. 

 
I. Fasten using hurricane nailing pattern. Nail guns may be used once pressure is 

demonstrated to not penetrate shingles surface. Staples are not to be used. 
 

J. Cut shingles at perimeter and around penetrations. Do not use damaged shingles. 
 

K. Provide double course of shingles at eaves. Extend shingles 3/8 inch beyond metal drip 
edges. 

 
END OF SECTION 
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